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1. Safety instructions

Not drinking water

Flow rate max. 15 l/min15
l/min

Maximum 4 bar pressure up to 60 °C

Maximum 6 bar pressure up to 25 °C 
max. 
6 bar

@ 25 °C

max. 
4 bar

@ 60 °C
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2. Function
The PUROTAP® easy II treats water for technical applications in closed systems 
according to the latest standards (VDI 2035, SWKI BT 102--01, Ö-Norm 
H5195). It demineralises water using a mixing bed ion exchange resin. The 
device has an integral meter that constantly measures and displays fill 
volume, throughput and water quality. There is no need for an external power 
supply and no chemicals are released into the water. The device is suitable 
both for filling with demineralised water and for subsequent demineralisation 
in circulation.

3. Standard delivery
•	 PUROTAP® easy II device
•	 Label "demineralised"
•	 Operating instructions

Recycling & Resin quality

We recycle for you!	 Certified quality resin
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4. Specification
4.1. Device description

1.	 Inlet ¾" with sealing cap 
2.	 Shut-off valve
3.	 Resin canister
4.	 Drain valve with round mesh filter
5.	 Head with immersion pipe
6.	 PUROTAP® report combined meter
7.	 Handle
8.	 Fine mesh filter
9.	 Outlet ¾"

4.2. Dimensions
Dimensions PUROTAP® easy II
Height 74.0 cm
Width 32.5 cm
Depth 25.0 cm
Weight 11.0 kg (empty weight)

4.3. Performance data
PUROTAP® easy II

Max. throughput 15 l/min
Pmax - Tmax 6 bar up to 25 °C
Pmax - Tmax 4 bar up to 60 °C
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5. Operation
5.1.1. Draining spent resin

1.	 �Unscrew hexagonal cap with round mesh 
filter on drain valve (4)

2.	 Fix collection bag to drain
3.	 Open drain valve
4.	 Open shut-off valve (2)
5.	 �Flush until no more resin is left in the 

canister
6.	 �Remove collection bag from the drain 

and allow to drip
7.	 �Close drain valve and screw round mesh 

filter with hexagonal cap back on

1.	 Close drain valve (4).
2.	 �Open resin bag containing fresh PUROTAP® HF 12.5l highpower or 

5.1.2. Filling the resin canister
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PUROTAP® HF 12.5l nexion resin by cutting off one corner and fill the 
canister (3) with resin.

3.	 Clean the threads with water.
4.	 �Insert the head with the immersion pipe (5) centrally aligned into the 

canister, and screw it down by hand (floating resin will make centring the 
pipe much easier). The device is ready for use.

• �The drain valve must not be connected to the water-filled 
system!

• �Ensure that any spilled resin is cleaned up thoroughly. Risk of 
slipping!

	 • �Every time the resin is replaced, check the mesh on the 
immersion pipe for damage and make sure the immersion pipe 
is screwed on tightly.

5.2. Connection
Connect the device to the raw water at the inlet (1) using an adequately sized 
hose. Connect the outlet (9) to the system to be filled, also using a hose. The 
device is fitted with a non-return valve that prevents any throughput in the 
wrong direction.

• �Where EN 1717 is applicable (Germany), a pipe separator must 
also be installed upstream of the filling station. Observe the 
water utilities' regulations.

	• �PUROTAP® easy II may only be pressurised for the duration of 
the filling process. Permanent connection under pressure is not 
permitted.

5.3. Commissioning
Prior to commissioning, close the drain valve (4) on the resin canister. Open 
the shut-off valve (2). Throughput may not exceed 15 l/min and can be 
monitored on the combined meter.
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5.4. Combined meter PUROTAP® report
The combined meter measures the fill water quality and the throughput (l/
min and total throughput). 

ON/OFF
Press and hold the button  for 2 seconds to switch on the measuring device. 
The water quality is measured continuously, the conductivity is displayed and 
compared with the set limit value. If the measured value is below the set 
limit, everything is normal. If the measured value is above the limit, the dis-
play flashes red and a warning signal sounds. The current flow rate and water 
temperature as well as the total amount of water that has flowed through 
are displayed throughout. The device stores over 500 measurements. The 
longer the filling time, the longer the measurement intervals. Press and hold 
the button  for approx. 2 seconds to switch off the device. Standby mode 
is indicated by 0 l/min. and cannot be switched off. Wake up the device by 
briefly pressing any button and then press and hold the button  to switch it 
off. If the switched-on meter does not measure any flow for approx. 3 hours, 
it switches off automatically. When operating with the optional power supply 
unit, the measuring counter does not switch off automatically. If the measur-
ing counter has switched off automatically, it switches back on automatically 

Bluetooth 
 

Battery  
indication 

 
 

Power plug 
 

Treated water 
Total: liter total 
Job: liter / job 

 
Current water 
temperature 

 
+/0 Key 

 
LIM Key

 
Pressure gauge 

P1: pressure 1 
P2: pressure 2 

ΔP: differential pressure 
 

Instantaneous 
 flow rate 

 
Current  

conductivity value  
 

Limit setting 
 

ON / OFF
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when flow resumes (> 2 l/min). If the measuring counter is switched off using 
the button, the automatic switch-on function is inactive. The display automat-
ically switches between Total/Job approximately every 8 seconds.

LIM key
The device is equipped with a key lock to prevent the limit from being acci-
dentally changed once it has been set. Hold down the LIM key and repeatedly 
press the +/0 key to increase the limit value by 10 μS/cm. Holding both but-
tons down for 3 seconds resets the limit value to 10. Programming the limit 
value serves as a warning when the ion exchange resin is exhausted. Recom-
mendation: Set the limit value to 40-50 μS/cm. If the set limit value is exceed-
ed, the backlight flashes red and an acoustic warning signal sounds.

+/0 key
If the +/0 button is pressed on its own, the display switches between the job 
and the total litres flowed. Zeroing the litres: Press and hold the +/0 button 
for 3 seconds to reset the corresponding display to zero. Tapping any of the 
three buttons activates the backlight for approx. 5 seconds (the limit set once 
is not changed).

For detailed information about the combined meter, see the 
PUROTAP® report product page on our website.



11

6. Maintenance
6.1. Changing the batteries PUROTAP® report
If the battery symbol ( ) is displayed, the batteries must be replaced. 
Undo the 4 screws on the red cover, lift off the cover and insert 3 new AAA 
(LR03) 1.5 V batteries. Make sure the cover seal is seated properly. Refit the 
cover and secure with the screws. Check the device is working correctly.

6.2. Fine mesh filter
Fine mesh filter (8) requires cleaning once a year or when throughput is 
inadequate. This is done by undoing the coupling at the outlet (9). The fine 
mesh filter can then be removed and cleaned with water.

6.3. Draining
To reduce the weight of the device for transportation and avoid frost damage 
in winter, the water must be drained after use. Draining is carried out by 
opening the drain valve (9) and shut-off valve (2).

• �To avoid frost damage, the device must be drained if 
temperatures are below freezing point!



All rights and technical modifications reserved.  
The current version can be found at www.elysator.com.� EN0726
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7. Spare parts
Item no. Designation
100 967 PUROTAP® easy II, complete immersion pipe
100 620 PUROTAP® easy II, complete head
102 878 PUROTAP® report, combined meter
100 255 PUROTAP® easy II, O-ring for head
100 750 PUROTAP® label, heating system demineralised
100 280 PUROTAP® report, device batteries (3x)
100 538 PUROTAP® Woven bag, 12.5 l

8. Consumables
Item no. Designation
100 922 PUROTAP® HF 12.5 l highpower
101 651 PUROTAP® HF 12.5 l nexion


