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1. Safety instructions
Not drinking water

Maximum 4 bar pressure up to 60 °C

Maximum 6 bar pressure up to 25 °Cmax. 
6 bar

@ 25 °C

max. 
4 bar

@ 60 °C



5

2. Function
The PUROTAP® compenso filters lime and aggressive substances such as 
sulphates, nitrates and chlorides out of the fill water. The appliance uses 
a mixed bed ion exchanger to provide deionised, fully desalinated water 
(softened water) for systems of all sizes. This method does not emit any 
chemical additives into the water. The appliance operates without an external 
power connection.

3. Standard delivery
PUROTAP® compenso 2:	 • Appliance 
	 • Combined meter H2O DESAL® report 
	 • Wall mounting bracket

PUROTAP® compenso 12/25/50:	 • Appliance 
	 • Combined meter H2O DESAL® report 
	 • 2 reinforced hoses

Recycling & Resin quality

We recycle for you!	 Certified quality resin
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4. Specification
4.1. Device description
PUROTAP® compenso 2		  PUROTAP® compenso 12/25/50

1	 Shut-off valve	 6	 Head
2	 Combined meter H2O DESAL® report	 7	 Base
3	 Reinforced hose	 8	 Wall mounting bracket
4	 Resin canister	 9	 Air vent
5	 Drain valve

4.2. Dimensions

PUROTAP® compenso 2 compenso 12 compenso 25 compenso 50

Installed length 45 cm 80 cm 80 cm 80 cm
Height 46 cm 70 cm 115 cm 142 cm
Weight 
(empty)

5 kg 7.5 kg 15 kg 18 kg

Resin filling 1.75 l 12.5 l 25 l 50 l

4

4

2
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3¾“ male ¾“ male

¾“ male
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4.3. Performance data

PUROTAP® compenso 2 compenso 12 compenso 25 compenso 50

Annual 
requirement < 250 l < 2500 l < 5000 l < 10,000 l

Capacity 
at 1° dH 2.5 m³ 20 m³ 40 m³ 80 m³

Capacity 
at 1° fH 4.5 m³ 35 m³ 70 m³ 140 m³

Flow rate 2.5 l/min 10 l/min 20 l/min 20 l/min
Pmax - Tmax 6 bar up to 25 °C
Pmax - Tmax 4 bar up to 60 °C

5. Operation
5.1. Connection
5.1.1. Use with heating system fill hose
1. �Flush the appliance 

Open the valves. Connect a hose from the appliance to the drinking water 
supply. Route a further hose from the connection on the combined meter 
side to a bucket. Flush the appliance with approx. 10 l of water.

2. �Refill the heating system 
Now remove the hose from the bucket and connect it to the heating 
system. Fill the heating system. 

3. Close valves and remove hoses

• �Permanent connection via a heating system fill hose is not 
permitted.

	• Unsupervised use is not permitted. 
	• �Where DIN EN 1717 applies (Germany), observe the regulations 

regarding system separation.
	 • �The ion exchange resin must not enter the heating system. Do 
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not remove the fine mesh filter in the output.
	 • Observe the maximum system fill pressure.

5.1.2. Simple permanent connection

5.1.3. Permanent connection in combination with automatic topping up

Safety instructions
When directly connecting to the 
water mains, the water utilities' 
regulations must stringently be 
observed (e.g. system separation to 
DIN EN 1717). 

Close all taps and valves on 
the heating and drinking water 
networks after use.

Safety instructions
If permanent topping 
up is to be provided, the 
installation must have the 
necessary safety devices 
such as system separation, 
pressure monitoring and leak 
protection. 
Install the PUROTAP® 
compenso upstream of the 
topping up monitor.

Keep valves closed when 
not in use

Raw water →

Raw water →

Automatic topping 
up monitor

Backflow 
preventer
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5.2. Combined meter H2O DESAL® report
The combined meter measures the raw water quality and the throughput (l/
min and total throughput).

Bluetooth 
 

Battery indicator 
 
 

Mains plug 
 

Treated water 
Total: Liter total 
Job: Liter / Job 

 
Current water  
temperature 

 
 

+/0 Key 
 

LIM Key

Pressure gauge 
P1: Pressure 1 
P2: Pressure 2 

ΔP: differential pressure 
 
 
 

Instantaneous flow 
 
 

Current  
conductivity value  

 
 

Limit setting 
 
 

ON/OFF

 

ON/OFF
Press and hold the button  for 2 seconds to switch on the measuring device. 
The water quality is measured continuously, the conductivity is displayed and 
compared with the set limit value. If the measured value is below the set 
limit, everything is normal. If the measured value is above the limit, the dis-
play flashes red and a warning signal sounds. The current flow rate and water 
temperature as well as the total amount of water that has flowed through are 
displayed throughout. The device stores over 500 measurements. The longer 
the filling time, the longer the measurement intervals. Press and hold the but-
ton  for approx. 2 seconds to switch off the device. Standby mode is indica-
ted by 0 l/min instead of a completely blank display. If the switched-on meter 
does not measure any flow for approx. 3 hours, it switches off automatically. 
When operating with the optional power supply unit, the measuring counter 
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does not switch off automatically. If the measuring counter has switched off 
automatically, it switches back on automatically when flow resumes (> 2 l/
min). If the measuring counter is switched off using the button , the auto-
matic switch-on function is inactive. The display automatically switches back 
and forth between Total/Job approximately every 8 seconds.

LIM
The device is equipped with a key lock to prevent the set limit from being 
accidentally changed. Hold down the LIM key and repeatedly press the +/0 
key to increase the limit value by 10 µS/cm. Holding both buttons down for 
3 seconds resets the limit value to 10. Programming the limit value serves as 
a warning when the ion exchange resin is exhausted. Recommendation: Set 
the limit value to 40-50 µS/cm. If the set limit value is exceeded, the backlight 
flashes red and an acoustic warning signal sounds.

+/0
If the +/0 button is pressed on its own, the display switches between the job 
and the total litres flowed. Resetting the litres: Press and hold the +/0 button 
for 3 seconds to reset the corresponding display. Tapping any of the three 
buttons activates the backlight for approx. 5 seconds (the limit set once is not 
changed).

Operation with the optional power supply unit
The power supply unit must be plugged into the side of the housing. Operati-
on with the power supply unit is indicated by the symbol „ “. 

	� For detailed information about the combined meter, see the  
H2O DESAL® report product page on our website.
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6. Maintenance
6.1. Resin change
PUROTAP® compenso 2

1.	 Close ball valves, unscrew the canister
2.	 Recycle or dispose of spent resin with household waste, fill in new resin
3.	 Screw on the canister, reset the combined meter to "0" (see chapter 5.2.)

PUROTAP® compenso 12/25/50

1 2 3

1 2 3
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1.	 Close ball valve in the output, connect a hose to the drain valve and route 
into the supplied collection bag. Use water at mains pressure to rinse out 
the resin, let the water drip out and recycle or dispose of resin with the 
household waste.

2.	 Unscrew the reinforced hoses, unscrew the head unit.
3.	 Fill in new resin, re-attach the head unit, clean the thread with some 

water to remove any resin and moisten the newly added resin at the 
same time. This makes centring the brass head much easier. Connect the 
reinforced hoses, reset the combined meter to "0" (see chapter 5.2.)

6.2. Changing the batteries on the combined meter H2O DESAL® report
When the battery symbol ( ) appears, the batteries need replacing. Undo 
the 4 screws on the red cover, lift off the cover and replace the three 1.5 Volt 
AAA (LR03) batteries with new ones. Make sure the cover seal is seated 
properly. Replace the cover and secure with the screws. Check the device is 
working correctly.

7. Spare parts

PUROTAP® compenso 2 compenso 12 compenso 25 compenso 50

Combined meter 
H2O DESAL® report 102 878

Head 102 145
O-ring for head 100 255
Air vent 100 811
Immersion pipe 100 556 100 967 100 968 100 739
Canister 100 203 100 201 100 202 100 204



All rights and technical modifications reserved.  
The current version can be found at www.elysator.com.� EN0126
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8. Consumables

PUROTAP® compenso 2 compenso 12 compenso 25 compenso 50

HF 1.7 l highpower 100 920 — — —
HF 12.5 l 
highpower — 100 922 — —

HF 12.5 l nexion — 101 651 — —
HF 25 l highpower — — 100 868 2x 100 868
HF 25 l nexion — — 101 653 2x 101 653
Batteries for  
combined meter 
H2O DESAL®report

3x 100 280

9. Accessories

PUROTAP® compenso 2 compenso 12 compenso 25 compenso 50

H2O 
DESAL®report, 
mains unit plus 
connector

102 880

profi, funnel 100 872



Service booklet
Installer: 

Date of installation: 

Project:

Device no.:

Sludge removal interval:

Maintenance interval:

Date Job Meter mA Company/
signature


