
•	Create reports easily
•	Simple water billing 

•	Measures all important 
water parameters

•	Connectable via app

report
The smart measuring 
device for your water.



SMART WATER 
MONITORING -  
SIMPLE &  
PRECISE

H2O DESAL® report – Smart water monitoring, modern 
and flexible
The H2O DESAL® report is the modern solution for anyone 
who wants to reliably monitor and document conductivity, 
flow and temperature. The user-friendly measuring device 
combines smart technology with practical functions. 

This makes the H2O DESAL® report an indispensable tool 
for anyone who...
•	 needs to rely on accurate measurement results.
•	 values ease of use.
•	 requires precise measurements and complete logging.
•	 demands reliability and robustness.

SWISS engineered



Full control over the water
The H2O DESAL® report measures the current conductivity value. 
Individual conductivity limits can be set. It not only counts the 
amount of water during a single operation (job), but also records 
the total cumulative flow rate (total).
Job mode: Perfect for the amount of water filled during a single 
operation. 
Total mode: Provides a reliable overview of the total number of 
litres that have flowed through, or records the amount over the 
entire filling capacity. 

Conductance limit – safety according to your standards 
Visual and audible alerts when the limit is reached. You can set 
an individual conductivity limit with the H2O DESAL® report. 
As soon as the defined value is exceeded, the device immedia-
tely responds with visual and audible alarm signals. This means 
you are warned in good time and can react immediately before 
quality problems or unnecessary follow-up costs arise.

Bluetooth & App
Data can be easily read out via Bluetooth onto a tablet or smart-
phone using an app. A report can be quickly generated for the 
object. A real help in no time at all.
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SPECIAL FEATURES
The H2O DESAL® report is a versatile, smart measuring device that reliably records all important water quality parameters such as con-
ductivity, flow rate, number of litres flowed and water temperature.
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FACTS & FIGURES
Technical specifications:
Housing dimensions: 	 93 × 93 × 65 mm
Thread pitch:	 132 mm
Display:	 LCD with backlight (white/red), 65 × 30 mm
Operating temperature:	 + 10 to 60 °C 
Maximum pressure	 6 bar at 60 °C 
Digits of the display:	 up to 999,999 litres
Flow: 	 2 to 50 litres per minute
Conductivity: 	 10 bis 1000 µS / cm 
IP protection rating:	 IP64
Power supply:	 3 × AAA (LR03) 1.5 V batteries
External power supply:	 12 V DC, 300 mA (Option)

Bluetooth-enabled 


