


pH meter
Keeping the measuring probe ready for operation
The measuring probe needs to be kept moist using the electrode storage 
solution.
Simply soak the sponge in the cover in the solution whenever required. 
Leave to soak for 15 minutes before first use.
Salt deposits around the cover are to be expected after a certain period 
of time.

Performing a test
Remove the cover and press the POWER button.
Dip the probe into the liquid you wish to test and stir gently until the 
measurement stabilises. This can take up to 30 seconds in desalinated 
water.
Press the HOLD button so that you can read the measurement when the 
probe is out of the liquid. Press the HOLD button again to prepare for the 
next test.
Rinse the probe afterwards with desalinated water if the water you are 
testing is contaminated.
Moisten the sponge in the cover with electrode storage solution if 
required. Replace the cover and switch off the meter.

Temperature calibration
The meter is fitted with a pre-calibrated thermometer to ensure the pH 
reading is correct.  The thermometer will need to be recalibrated if it 
indicates an implausible temperature.
Check the meter is switched OFF and suspend it in the air. Then press the 
POWER and TEMP buttons simultaneously for 2 seconds. Use the UP and 
DOWN buttons to set the correct air temperature and then press ENTER.

pH calibration
Correct calibration is essential for accurate results. Be sure to calibrate the 
meter at least once a month. 
Switch ON the meter and dip into the pH 7 calibrating (buffer) solution. 
Calibration is not necessary if the meter produces a result of pH 7.
Should a calibration be required, press the CAL button for 10 seconds. 
Select calibrating solution pH 7 using the UP and DOWN buttons and press 
ENTER (the meter can also be calibrated with a pH 4 or pH 10 solution). 
The CAL display will flash for 5 – 60 seconds until END is shown. A 
measurement of 7 is then displayed. Calibration is now complete.

Troubleshooting
To reset the meter to its factory settings: Switch ON the meter and suspend 
it in the air. Then press the HOLD button for 10 seconds. Now perform a pH 
calibration. If the meter is no longer capable of being calibrated you will 
need to replace it.
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